


Herd North America – EAL No. 3187 Notice of Alteration   

 

To whom it may concern, 

As per letter dated 18 Oct 2022, I am providing information below as Notice of Alteration for EAL 3187. 

Additional processes since original issue of EAL 3187 include the following. 

 Laser cutting of aluminum, mild steel, and stainless steel 

 Apex automated sanding machine 

 Grit blasting of aluminum and mild steel 

 Application of Poly Urea on aluminum and mild steel assemblies 

 

I will describe each of the above processes and how we deal with the generated waste. 

 

Laser cutting of aluminum, mild and stainless steel 

Two laser cutting machines have been purchased and commissioned on site at 2168 Springfield Rd.(Herd 

North America). 

HK PS3015 fibre Laser and a Mitsubishi ML3015eX fibre laser. Each of these machines utilize equipment 

to collect dust/ smoke generated during the cutting process. Using filters, the smoke and dust are 

removed and clean air is returned into the general space within the building. The equipment has 

automated filter cleaning devises built into the filter cabinet to keep the filter performance operating 

within the manufacturer’s pre‐set parameters. The smoke/ dust that is captured by the filters is stored 

in a bin at the bottom of the filter cabinet. The residue is collected and disposed of with a local waste 

disposal company and hauled to area landfills. 

 

Apex sander 

This equipment uses abrasive belts to remove burrs and sharp edges from laser cut metal. The dust 

generated by sanding is collected by a water bath filtration system. Approx every 4 months (depending 

on usage) we have a vendor remove the water/ debris from the collection tank and hauled to local 

waste disposal site. 

 

Media Blasting 

We use a media blaster to remove surface impurities from aluminum and mild steel, preparing the 

surface for the application of a coating. Garnet is a common material type used in this process. Used 

media is collected and disposed of with a local waste disposal company and hauled to area landfills. 

 



Poly Urea 

 

Poly Urea is an industrial coating that is applied to the surface of aluminum and mild steel. Over spray 

residue is removed from the floor daily, collected by a local waste disposal company and hauled to area 

landfills.  

 

 




