
 

    
 

HIGHWAY WEIGHT RESTRICTION ORDER 

Under the authority of Section 86 of The Highway Traffic Act (C.C.S.M. c. H60), I order the following 
weight restrictions: 
 

Start Date: 12:01 AM, Saturday, May 13, 2017  End Date: 11:59 PM, Friday, May 26, 2017 

 

Highway Section: PR 261- from the Jct of PTH 5 to the Jct of PR 462  

Weight Restrictions: a) On a single steering axle (all vehicles): 6.5 kg per millimetre width of tire 
up to a maximum of 65% of the legal axle weights. 

b) On a tandem steering axle of a straight truck: 6.5 kg per millimetre width 
of tire multiplied by 0.90 (download factor) up to a maximum of 7,150 kg. 

c) On all other axle groups: 6.5 kg per millimetre width of tire up to a 
maximum of 65% of the legal axle group weights on B1 highways. 

 

Highway Section: PR 261- from the Jct of PR 462 to the Jct of PR 260 

Weight Restrictions: a) On a single steering axle of a single or tandem drive truck tractor: 10 kg 
per millimetre width of tire up to a maximum of 5,500 kg. 

b) On a single steering axle of a straight truck or a tridem drive truck tractor:  

- Tire size 305 mm or less: 10 kg per millimeter width of tire up to a 
maximum of 5,500 kg. 

- Tire size greater than 305 mm: 9 kg per millimetre width of tire up to a 
maximum of 6,570 kg. 

c) On a tandem steering axle group of a straight truck: 9 kg per mm width of 
tire multiplied by 0.90 (download factor) up to a maximum of 9,900 kg. 

d)    On all other axle groups: 9 kg per millimetre width of tire up to a maximum 
of 90% of the legal axle group weights on B1 highways. 

 
Note: Weights exceeding the restricted limits mentioned above may be considered by special 
permit.  Permit application can be made at Motor Carrier Commercial Vehicle Safety and Permits 
by calling toll free at 1-877-812-0009.  

 
 
BY ORDER 
 
Original signed by 
 
Ron Weatherburn 
ASSISTANT DEPUTY MINISTER 
ENGINEERING & OPERATIONS 

May 11, 2017  
 
 
 
 


