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Site Preparation 
 
The FLEAT-MT is installed with a total length of 37'-6".  The front 18'-9" of the system is single 
sided with a straight flare offset of 2'-0" toward the centerline of the system. 
 
First, measure off the downstream 18'-9" of the system which is double sided and attaches directly to 
the median guardrail.  Measure the front single-sided 18'-9" distance then measure the front 2'-0" 
offset distance from post #4.  This 2'-0" offset becomes the location of post #1.  All posts are spaced 
at 6'-3".  Site grading may be necessary to prevent the foundation tubes from extending more than 4″ 
above the ground (see Section on Installation). 
 
The FLEAT-MT is not intended for narrow medians.  There must be a minimum distance of 6'-0" 
from the traffic face of the FLEAT-MT to the edge of the paved shoulder. 
 
 
Tools Required 
 
The tools required for installation of the FLEAT-MT system are those used to install standard 
highway guardrails (H.G.R.), including: 9/16", 7/8", 15/16", 1-1/4", and 1-1/2" sockets and 
wrenches, a drill with a 1/4″ bit, and other equipment such as augers, tampers, and post pounders 
commonly used in driving posts. 
 
 
Installation Procedures 
 
Begin installation at the downstream end of the FLEAT-MT (post location 7) to ensure that the 
terminal matches up with the median section of guardrail.  The major steps in the installation of the 
FLEAT-MT are as follows: 
 

• Install posts 4 to 7 in line with the downstream median barrier (post 4 in foundation tube), 
• Install posts 1 to 3 - offset 2'-0" (posts 1 & 2 in foundation tube), 
• Install groundline strut, 
• Install 37'-6" of guardrail (18'-9" single faced and 18'-9" double faced) 
• Install (2) cable anchor brackets and (1) deflector box,  
• Install (2) FLEAT -MT impact heads, 
• Install (2) cable assemblies, 
• Install 3/8" tether cable 
• Install post breaker 

 
NOTE: The impact heads (attached to post #1 and post #4) must be placed over the rail prior to 
tightening the rail to post # 2 and post # 5 respectively. 
 












































