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LOCATION

West Waskada, Maniboba

WELL OR SAMPLE LOCATION NAME

KB ELEV ™

FIELD OR AREA

FOOL OR TONRE

SAMPLER

TEsY TYPE & NO.

TEST RARECOVERY

@ °c

Tubing
= OINT OF SAMPLE AmMYT, & TYPE CUSHION MUD RESISTIVITY
i PUMPING FLOWING GAS LIFT SWAB
i WATER m39 oL m3d  GAS m3
TEST INTERWALS DR PERES ™
®  oc e oc || |
COMNTAINER SEPARATOR

SEFARATOR SMESERVOIR

82 12 02 82 12 14

PRESSURES, kPa

CONTAINER

WHEMN SAMPFLED WHEN RECEIVED

82 12 17

I
S

__TEMPERATURES °C _ _ \

mMEMARME

SATE SAmMPLED (Y/M/P] DATE RECEIVED [¥im/D] ODATE ANALYSED {v/mip} ANALYST
SAMPLE PROPERTIES DISTILLATION
FRACTION TEM®
0.001  TRACE _0.00 mone | % ASTM 87.1

coLom OF CLEAN OIL

GRAVITY

SFECIFIC
0.8403

AFTEM CLEANING

AS RECEKIVED

<0.002

TOTAL SALT

0.0084

TOTAL SULPHUR

WATER

72
96

TOTAL Bs&w

%xPa OF RHG

20 36

116
134
157
180

AP, ® 15.6°C

36.9

AFTER CLEANING

AS RECEIVED

[

roowm tEmr. 9C) INITIAL BOIL PT.

DISTILLATION SUMMARY

(o] [en S Fain ] {en) (o] [an] (an]

POUR POINT 351 207
+6°C 40| 231
u.E.E.M. A T.M. .45 257

204°C NAPHTHA 776°C KEMORENT

0.67

IMAES £ N&CTION kw'm3 N 50 281
CARBON RESIDUE D.55 | 303
D.60 | 328
LN CONRADSON RAMSBSTTOM . 65 348
.67 [ 354*
VISCOSITY
A mPa's mem /s

343°C LIGWT GR5.JOIL RECOVERED

0.32 0.01

20 4.750

5.

675

25 4,220

5.

060

RESIDUE DISTILLATION LOSS

SPECIFIC GRAVITY

30 3.834

4.

L

619

CRACKED

REMARKS
Density at 15.0°C
Total Sulphur

non

3
839.8 kg/m
8.36 g/kg

DISTILLATE RESIDUE

BASE TYPE

CHARACTERIZATION
FACTOR



