Tundra Oil And Gas Partnership quure NO, 9[[_)
TYPICAL CEMENTED LINER WATER INJECTION WELL (WIW) DOWNHOLE DIAGRAM
WELL NAME: Tundra Ewart Unit 2 HZNTL Cemented Liner WIW WELL LICENCE:
Prepared by WRJ (average depths) |Date: 2012
Elevations :
KB [m] KB to THF [m] D [m] 2400.0
GL [m] CF (m) PBTD [m]
Current Perfs: Cemented Casing / Liner 950.0 to 2400.0
Current Perfs: to
KOP: 700 m MD Total Interval to
Tubulars Size [mm] Wt - Kgim Grade Landing Depth [mKB]
Surface Casing 2445 48.06 H-40 - ST&C Surface to 140.00
Intermed Csg (if run) 177.8 34238&29.76 | J-55-LT&C Surface to 950.0|
Production Liner 114.3 17.26 L-80 Surf or from Intermed Csg to 2400.0}
Tubing 60.3 or 73.0 - TK-99 6.99 or 9.67 J-55 Surface]  to 940.0)
Date of Tubing Installation: Length Top @
ltem Description [K.B.~Thg. Fig. 000 mKkB
Corrosion Protected ENC Coated Packer (set inside 114.3 mm Casing / Liner)
60.3 mm or 73 mm TK-99 Internally Coated Tubing
SC = 140mKB TK-99 Internally Coated Tubing Pup Jt
Coated Split Dognut
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A Annular space above injection packer filled with inhibited fresh water
Bottom of Tubing mKB
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Intermediate Casing
Packer set inside 114.3 mm casing liner) Fractures

Hz Lateraj 114.3 mm Casing Liner
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